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Assembly Instruction: 32 AZ2f Series: SMA

Cable entry:
Center conducfor and
Oufer conductor soldered

Straight connector for
flexible and semi-rigid cables

For flexible cables: For semi-rigid cables:

13) Prepare the cable 11
] acc. fo drawing. -— : —

1b) Tin-dip braid. optional FEP-jacket
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1) Remove braid and dielectric
as shown and chamfer cenfer confact. |

2) Push center pin B onto the cable inner conductor
and solder maintaining the indicated space. S Je=——

0.38+0.025 _

fuer diese technische Unterlage behalten
wir uns alle Rechte vor (DIN 34)

3) Insert the prepared cable info connector
body A. (Cable oufter conductor has fo be
flush with step of connector body.

L) Solder connector body to cable outer
conductor as shown.

solder here

Version: 2.1

5) Press insulator C into connector body.
E Check inferface dimensions. . F

=== =

Pfad: 1:\Creo-Config\Rahmen\
Datei: A4_MONTAGE_E-V2_1.FRM

Formblatt: TCC _FB_17_PE_AL _Montage_E

Dimensions
in mm

date name scale:
drawn [06.12.2002|5 _Krautenbac | 2:1 Tools:
check. |13.06.2014 |E_Schwangler |sheet:| Stripping tool
appr. |13.06.2014 |E_Schwangler | 2/2 | Solder equipment
Solder gauge

=&

= F c00 | 14-0839 |B_Wollitzer 13.06.2014 F
= B0O | 13-0521 |B_Wollitzer | 11.07.2013 R b

X

2| [0 [ozueos [rresen.os05.000 | VO SE€NNEIYEr

&8 rev.[change-no| name date e e

22 1 2 [ 3 "




